
Synthesis and characterization of absorption-enhanced alumina solid particle 1

materials for direct irradiation solar-thermal conversion 2 

Jiawei Du1, Le Zhao1, Xinyi Zhang1, Jiangbo Wu2, Xiaoze Du , Hongwei Wu3 3 

1 Key Laboratory of Power Station Energy Transfer Conversion and System (North China Electric 4 

Power University), Ministry of Education, Beijing 102206, China 5 

2 School of Energy and Power Engineering, Lanzhou University of Technology, Lanzhou 730050, 6 

China 7 

3 School of Physics, Engineering and Computer Science, University of Hertfordshire, Hatfield, 8 

AL109AB, UK 9 

 10 

Abstract 11 

Based on solar-thermal application more than 1000 °C, a novel combination of sol-gel synthesis 12 

and stepwise calcination to prepare metal-ion doped alumina composite particles as heat transfer 13 

media were proposed, enhancing solar energy absorption and lowering preparation temperature. 14 

Investigations focused on the elemental distribution, phase composition, oxidation states, optical 15 

properties and thermal stability of the composites, which were doped with Cr, Co, Cu, Fe, and Mn 16 

metal ions in a 100:5 molar ratio. The first-principles calculations elucidate the mechanism behind 17 

the impact of transition metal ions on alumina's optical properties. Results show that introducing a 18 

small quantity of metal atoms results in new impurity energy levels and electron states around 19 

EF=0. Specifically, the band gap energy of Cu- and Mn-Al2O3 decreases from 6.017 eV to 4.464 eV 20 

and 2.170 eV, respectively. Correspondingly, the absorptivity of these composite particles increases 21 

from around 20% to 76.6%. And Tauc analysis indicates a decrease in the optical band gap of the 22 



particle materials from 5.37 eV to a range of 2.88-4.90 eV. Additionally, doping with Mn, Fe, and 23 

Cu accelerates the in- -Al2O3 crystals, with a phase transition temperature below 24 

1000 °C and a crystallinity exceeding 93%. Thermal stability tests show that the particles are highly 25 

stable, exhibiting a mere 0.49% mass change between 30 °C and 1200 °C. The stepwise inert 26 

annealing strategy and metal-iron doping positively influence the optical performance of alumina, 27 

synthesizing long-term high-temperature stable alumina ceramic particles with absorptance 28 

enhancement -Al2O3 phase transition temperature. These attributes make a favorable 29 

choice for solar-thermal applications in direct irradiation. 30 
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Nomenclature 33 

A  absorbance 34 

C  physical quantities related to the material 35 

E  energy value [eV] 36 

F  Kubelka-Munk function 37 

h  Planck constant of 4.13566743×10-15 [eV·s] 38 

I  AM1.5 standard solar spectrum [W/(m2 nm)] 39 

k  absorption coefficient 40 

n  transition power factor 41 

N  density of state 42 

R  absolute reflectivity 43 

R'  relative reflectivity 44 

V  unit cell volume [Å3] 45 

Xc  relative crystallinity 46 

Z  the number of electronic states 47 

 48 

Greek symbols 49 

 absorptivity  50 

  wavelength [nm] 51 

 photon frequency [Hz] 52 

 53 

Subscript 54 



F   Fermi level 55 

g   band gap 56 

l  lattice 57 

r  reference 58 

s  sample 59 

v  vacanciy 60 

w  solar weighed 61 

 infinitely thick 62 

 63 

Abbreviations 64 

AM   arithmetic mean 65 

CBM conduction band minimum 66 

CSP  Concentrated Solar Power 67 

DFT  Density functional theory 68 

DSC-TGA  differential scanning calorimeter-thermogravimetric analyzer 69 

EDS  energy dispersive X-ray spectroscopy 70 

FCC  face-centered cubic 71 

FWHM  full width at half maximum 72 

GGA  generalized gradient approximation 73 

HCP  hexagonal close-packed 74 

PAW  projector augmented wave 75 

PBE  Perdew Burke Ernzerhof 76 



PDOS  partial density of states 77 

SEM   scanning electron microscope 78 

SPSR  solid particle solar receiver 79 

TDOS  total density of states 80 

VASP  Vienna ab-initio simulation package 81 

VBM  valence band maximum 82 

WM  weighted mean 83 

XRD  X-ray diffractometer 84 

XPS  X-ray photoelectron spectroscopy 85 
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1.Introduction 87 

With the current global surge in energy demand, solar power technology has garnered significant 88 

attention, offering numerous advantages over traditional fossil fuel sources, including that of 89 

significant reduction of greenhouse gas emissions, economically feasible solar power generation 90 

and further decrease of cost in near future. Despite facing some challenges such as improving 91 

power generation efficiency, enhancing energy storage technology and adapting to weather changes, 92 

solar energy, as a renewable, clean and economically viable energy option, holds tremendous 93 

potential for development [1]. 94 

Concentrated Solar Power (CSP) technology is a viable solar power generation solution [2]. In 95 

CSP systems, optical components such as large concentrators are used to focus sunlight onto a 96 

single point or line. The concentrated sunlight raises the temperature of a heat transfer fluid in the 97 

focal area, which is then used to store thermal energy or drive a generator to produce electricity. 98 

CSP systems can increase the energy density by focusing sunlight onto a small area, hence 99 

improving power generation efficiency. 100 

The solid particle solar receiver (SPSR) is a high-temperature solar thermal conversion 101 

equipment for next-generation CSP system, which used to capture solar energy to a heat transfer 102 

medium typically composed of solid particles [3]. When utilizing a directly irradiated SPSR, 103 

sunlight directly illuminates a layer of solid particles, which absorb solar radiation and increase in 104 

temperature. Inexpensive solid particle mediums directly absorb solar energy, reaching temperatures 105 

exceeding 1000 °C and exhibiting excellent heat storage capabilities. Compared to other receiver 106 

types such as oil or molten salt liquid systems, SPSRs are capable of sustained energy production at 107 

high temperatures, efficiently converting solar energy into heat and improving energy utilization, 108 



making them suitable for high-temperature processes and cogeneration systems. Additionally, the 109 

use of inexpensive solid particle mediums that directly absorb solar energy offers several 110 

advantages. This mode of heat transfer exhibits low thermal resistance and good thermal 111 

conductivity, enabling fast and uniform heat transfer. Furthermore, it greatly reduces the operating 112 

temperature of the receiver, thus further lowering material construction costs [4]. The researchers 113 

have proposed natural particle materials, such as desert sand, hematite, quartz sand, mullite, olivine, 114 

bauxite, as well as artificial materials like silicon carbide, ceramic supports and alumina-spinel 115 

ceramics, as heat transfer and thermal energy storage candidate particles, subjecting them to tests 116 

for thermophysical properties, thermal stability, optical properties, and abrasion resistance to assess 117 

their suitability for use in SPSRs [5-7]. 118 

-Al2O3, features 119 

numerous advantages such as high heat resistance with a melting point of approximately 2072 °C, 120 

outstanding thermophysical properties, chemical stability, as well as excellent mechanical strength 121 

and hardness. It is commonly utilized in high-temperature refractory materials, aerospace materials 122 

and catalyst support materials [8]. Ceramic particles primarily composed of alumina hold great 123 

potential for use as heat transfer and thermal energy storage mediums, particularly in high-124 

temperature SPSRs operating at exceeding 1000 °C [9-10]. 125 

Aluminum oxide exists in multiple crystal forms. The change between transitional phases occurs 126 

when the oxygen ions are arranged in the same manner. This type of phase transition is considered a 127 

topological transition, involving localized migration of aluminum ions without significant changes 128 

to the oxygen ion framework, thus requiring less energy. However, the transition from transitional 129 

-Al2O3 -Al2O3 -Al2O3 to the formation of corundum Al2O3 involves lattice 130 



reconstruction, entailing the migration of oxygen atoms from a face-centered cubic (FCC) 131 

framework to a hexagonal close-packed (HCP) framework, consuming a considerable amount of 132 

energy. -Al2O3, synthesized using different 133 

raw materials and methods, typically requires temperatures ranging from 1100-1300 °C [11-12]. 134 

Researchers have employed techniques such as the addition of crystal seeds and high-speed ball 135 

milling to reduce the transition temper -Al2O3 by providing more nucleation sites for the 136 

reaction or lowering the activation energy for nucleation [13-14]. Based on this, it is imperative to 137 

-Al2O3 particles with superior properties and further 138 

lowering the transition temperature. 139 

Recent studies on aluminum-based ceramic particles for heat transfer/thermal energy storage 140 

have shown that the ceramic particles predominantly composed of aluminum oxide exhibit excellent 141 

thermal properties, including thermal conductivity and heat capacity. These particles can reliably 142 

release and absorb heat throughout thermal cycles [15-16]. Additionally, due to the direct 143 

interaction between the solid particle medium and photons, the optical absorption performance of 144 

the solid particles in direct SPSRs is crucial, as it directly affects the thermal efficiency of the 145 

receiver systems. Researches have been conducted to modify the optical absorption property of 146 

certain particle materials, such as by adding or coating them with metal ions, rare earth ions, silicon 147 

carbide, commercial pigments, or carbon black, which exhibit excellent absorption characteristics 148 

[17-19]. Pure white micro/nano Al2O3 particles have a solar absorptivity of approximately 5%-20% 149 

[20-21] -Al2O3 in the solar spectrum has limited its application 150 

in solar-to-thermal conversion. Therefore, it is necessary to explore methods to enhance the surface 151 

absorption capacity and improve the solar-to-thermal conversion efficiency of aluminum oxide 152 



particle materials. 153 

In order to make aluminum oxide particle media more suitable for solar receiver environments, in 154 

addition to the aforementioned points, it is also necessary to pay attention to the long-term stability 155 

of the structure and properties of the particle material under high temperatures or other harsh 156 

environmental conditions. This is important for prolonging the lifespan and improving reliability of 157 

the receiver systems. One of the main challenges for SPSR particle materials is how to maintain 158 

both high absorption capacity and thermal stability. In other words, the particle material needs to 159 

have a high absorptivity to be effectively heated and withstand long-term exposure to temperatures 160 

of 1000 °C and thermal cycling without degradation [22]. 161 

To address the issues of high preparation temperature, low absorption performance, and 162 

unquantified long-term stability of solid particle materials primarily composed of aluminum oxide 163 

in the directly irradiated SPSRs, this study introduces a novel method combining sol-gel and 164 

stepwise sintering technique to synthesize transition metal ion-doped absorption-enhanced 165 

aluminum oxide composite particles. This study focuses on the optimal regulation strategy for the 166 

absorption performance of aluminum oxide composite particles across the solar spectral range. 167 

Furthermore, the study quantifies the degradation of high-temperature absorptivity of aluminum 168 

oxide composite particles and identifies the optimal preparation process for aluminum oxide 169 

ceramic particles capable of long-term durability at high temperature conditions, heat collection 170 

reinforcement, and the -Al2O3 phase transformation temperature. The study also integrates 171 

first-principles calculations to analyze the mechanism behind enhancing the optical absorption 172 

properties of - Al2O3 particle materials. 173 

 174 



2. Methodology and experiments 175 

Citric acid monohydrate (C6H8O7·H2O, 99.5%), copper(II) nitrate trihydrate (Cu(NO3)2·3H2O, 176 

99%), cobalt nitrate hexahydrate (Co(NO3)2·6H2O, 99%), chromium(III) nitrate nonahydrate 177 

(Cr(NO3)2·9H2O, 99%), iron(III) nitrate nonahydrate (Fe(NO3)3·9H2O, 98.5%), manganese(II) 178 

nitrate solution (Mn(NO3)2, 50wt.% in H2O), aluminum(III) nitrate nonahydrate (Al(NO3)3·9H2O, 179 

99%) and anhydrous ethanol (C2H6O, 99.7%) were purchased from Shanghai Macklin Biochemical 180 

Technology Co., Ltd. All reagents are of analytical grade and can be used without further 181 

purification.  182 

 183 

2.1 Preparation of aluminum oxide composites 184 

Considering the simplicity of operation and high purity of the sol-gel method, the experiment 185 

utilized citric acid as a complexing agent and employed the sol-gel method in combination with 186 

stepwise calcination technique to prepare aluminum oxide composites. A uniform mixed solution 187 

was obtained by adding 25 ml of ethanol to 100 ml of deionized water and stirring. A certain 188 

amount of nitrate and citric acid were added to the mixed solution, with the molar ratio of citric acid 189 

to metal cations maintained at 1, and stirred until fully dissolved. The mixture was heated in a water 190 

bath at 85 °C for 3 h with continuous stirring to form a wet gel. The sample was then dried in an 191 

oven at 100 °C for 12 h to form a dry gel. The dry gel sample was ground into powder in an agate 192 

mortar, obtaining the dry gel precursor. 193 

The precursor was placed in a tubular furnace and subjected to thermal treatment under different 194 

atmospheric conditions. The heating treatment procedure was as follows: an argon atmosphere was 195 

introduced into the tubular furnace at a flow rate of 10 ml/min. The temperature was increased from 196 



room temperature to 900 °C at a heating rate of 10 °C/min, followed by a 2-hour calcination and 197 

subsequent cooling to room temperature. The atmosphere was then switched to air, and the 198 

temperature was increased at the same heating rate to a certain temperature for a 2-hour calcination, 199 

followed by temperature reduction to room temperature, resulting in the formation of the inert-200 

treated Al2O3 composite material. 201 

The precursor was prepared using the same steps, and the sample was placed in the tubular 202 

furnace with an air flow rate of 10 ml/min. The temperature was increased from room temperature 203 

to 900 °C at a heating rate of 10 °C/min, followed by a 2-hour calcination and subsequent cooling to 204 

room temperature. The atmosphere was maintained as air, and the temperature was raised to a 205 

certain temperature for a 2-hour calcination, followed by temperature reduction to room 206 

temperature, resulting in the formation of the reference Al2O3 composite material. 207 

 208 

Fig. 1. The preparation schematic diagram for alumina composite particulate materials. 209 

 210 

The single-doped aluminum-based composites were prepared using the aforementioned stepwise 211 



calcination method, with a molar ratio of aluminum ions to metal doping ions of 100:5. The Al2O3 212 

composite materials prepared under inert and air atmospheres were denoted as Al2O3-X and Al2O3-213 

X/Air, respectively, with X representing the doped metal element. For comparison, aluminum oxide 214 

material without any metal ions added (Al2O3) was prepared using the same procedure. The 215 

prepared particulate materials were then subjected to subsequent thermal stability testing in a muffle 216 

furnace. The preparation process of the Al2O3 composite material is shown in Fig. 1. It should be 217 

noted that the "X" in Al2O3-X and Al2O3-X/Air represents a placeholder for the specific doped 218 

metal element, which is replaced with the actual metal element used in the study. 219 

 220 

2.2 Characterization 221 

Chemical composition and phase analysis of the samples were conducted using an X-ray 222 

diffractometer (XRD) (SmartLab SE, Rigaku, Japan). The scanning speed was set at 2°/min with a 223 

step size of 0.02°, and the diffraction angle range was between 10° and 80°, using a fixed Cu target. 224 

The diffuse reflectance properties of the samples were analyzed using a UV-Vis-NIR 225 

spectrophotometer (Lambda 750s, PerkinElmer, USA) coupled with an integrating sphere. The 226 

scanning range was from 200 nm to 2500 nm, and the instrument was calibrated using a diffuse 227 

reflectance standard. The morphology of the sample surface was analyzed using a scanning electron 228 

microscope (SEM) (SIGMA 500, ZEISS, Germany). The element distribution and content on the 229 

surface of the composite materials was determined using an energy dispersive X-ray spectroscopy 230 

(EDS) system (XFlash 6-30, Bruker, Germany). To improve conductivity, the samples underwent 231 

gold spraying treatment. The surface composition and elemental valence states of the composite 232 

particles were investigated using X-ray photoelectron spectroscopy (XPS) (Thermo ESCALAB 233 



250Xi, Thermo Fisher Scientific Inc., USA). Monochromatic Al target was used as the radiation 234 

235 

current of 10 mA, and an analysis chamber background vacuum of 1×10-9 mbar. The samples were 236 

subjected to weight and heat flow analysis using a differential scanning calorimeter-237 

thermogravimetric analyzer (DSC-TGA) (TGA/DSC 3+, METTLER TOLEDO, Switzerland). The 238 

heating rate was set at 10 °C/min, and the gas flow rate was 50 ml/min. 239 

 240 

2.3 Thermal stability test 241 

The long-term application of the particulate medium in high-temperature environments requires 242 

the maintenance of stable thermal and absorption performance, which is of crucial importance for 243 

the efficient operation of SPSRs. High-temperature thermal analysis tests for 0-200 h in an air 244 

atmosphere were conducted on inert-treated Al2O3 composite particle samples prepared at 1000°C. 245 

The particle samples were placed in a muffle furnace and heated from room temperature to 1000 °C 246 

at a rate of 10 °C/min. They were then held at 1000 °C for 50, 100, 150, and 200 h, followed by 247 

cooling to room temperature. Moreover, considering the fluctuation of the particle temperature in 248 

the receivers due to the instability of incident sunlight in practical applications, cyclic thermal tests 249 

were conducted on the same particle samples within the range of 800-1200 °C. The particle samples 250 

were heated in a muffle furnace at a rate of 10 °C/min, undergoing 10 cycles of heating and cooling 251 

between 800°C and 1200°C, followed by cooling at a rate of 10°C/min. The heating program set-up 252 

is illustrated in Fig. 2, with a total operation time of 1360 min. Thermal testing was performed to 253 

assess the variation in absorptivity and quantify the degradation rate of absorption of alumina-based 254 

composite materials under long-term and fluctuant high-temperature conditions. 255 



 256 

Fig. 2. Thermal cycle test program. 257 

 258 

3. The first-principles simulation 259 

The electronic and energy band structure of aluminum oxide materials are investigated by the 260 

first-principles calculations to evaluate the impact of metal ions on the optical properties of the 261 

composites -Al2O3 material has a hexagonal crystal structure with corundum configuration, 262 

belonging to the R-3c space group (space group number 167). At room temperature, the lattice 263 

264 

the framework of density functional theory (DFT), the Vienna ab-initio Simulation Package (VASP) 265 

was used for the static calculations and structural optimization of the models of aluminum oxide 266 

and aluminum oxide doped with metal atoms.  267 

The generalized gradient approximation (GGA) of the Perdew Burke Ernzerhof (PBE) 268 

functional to describe the exchange-correlation energies of the system, along with the projector 269 

augmented wave (PAW) method was employed to describe the electron ion interactions. The 2×2×1 270 



supercell model was established for the aluminum oxide crystal, comprising a total of 120 atoms. 271 

The model of the doped system was obtained by replacing 2 Al atoms with 2 Cu or 2 Mn atoms, 272 

maintaining a doping ratio of 1:23 between the dopant atoms and Al atoms, as depicted in Fig. 3. 273 

The energy cutoff for the plane wave basis was set to 500 eV. The self-consistent field convergence 274 

threshold was set to 1.0×10-6 eV/atom, ensuring accurate energy convergence. The Brillouin zone 275 

was sampled with 3×3×2 k-points meshes. The optimized lattice constants of the crystal are listed in 276 

Table 1.  277 

 278 

Fig. 3. Model diagrams of (a) Al2O3, (b) Al2O3-Cu and (c) Al2O3-Mn. (O in red, Al in gray, Cu in 279 

blue, Mn in purple). (It can be referred to the web version of this article for an explanation of the 280 

colors in this figure legend.) 281 

 282 

Table 1. Calculated lattice parameters results. V is the unit cell volume. 283 

 a = b (Å) c (Å)    V (Å3) 

Al2O3 4.787 13.057 90.001 89.999 120.015 259.086 

Al2O3-Cu 4.794 13.067 90.003 89.998 120.016 260.070 

Al2O3-Mn 4.790 13.056 90.002 89.998 120.016 259.343 

 284 



4. Results with analysis 285 

4.1. X-ray diffraction analysis 286 

 287 

Fig. 4. XRD patterns of Al2O3 particle materials at different synthesis temperatures. 288 

 289 

To investigate the effects of different temperature heat treatments on alumina particle materials, 290 

Fig. 4 displays the XRD patterns of undoped alumina samples heated to 900 °C, 1000 °C, 1100 °C, 291 

and 1200 °C. The diffraction patterns of samples at 900 °C and 1000 °C exhibit broad and low 292 

 = 37.5°, 39.3°, 45.7°, and 66.6°. The primary phase is identified as 293 

Al2.67O4, which is isometric structure with a space group of Fd-3m. At lower temperatures, the 294 

alumina material exhibits low ordering and crystallinity and the presence of an amorphous phase. 295 

Some small peaks are observed at 1000 -Al2O3. 296 

When the temperature exceeds 1100 °C, the material transforms into a high-crystallinity corundum 297 



structure, with no other impurities detected but sharp diffraction peaks. The alumina samples have 298 

-Al2O3 between 1000 °C and 1100 °C. As the temperature 299 

increases, the intensity of the diffraction patterns increases and the full width at half maximum 300 

(FWHM) becomes narrower accompanied by grain growth at 1200 °C. 301 

 302 

Fig. 5. XRD patterns of the inert-treated composite alumina samples treated at 1000 °C. 303 

 304 

The XRD patterns of the composite alumina samples annealed at 1000 °C are shown in Fig. 5. It 305 

is observed that among the five samples doped with different metal ions, the diffraction peak 306 

intensities of Al2O3-Mn, Al2O3-Cu, and Al2O3-Fe are significantly higher than those of Al2O3-Co 307 

and Al2O3-Cr. The alumina-based composite materials doped with Co and Cr exhibit broad and 308 

-Al2O3 phase formation. In contrast, the 309 

alumina- - 310 



Al2O3 diffraction peaks, indicating good crystallinity. Furthermore, Cu ions have formed spinel-311 

structured CuAl2O4 crystals with a space group of Fd-3m, corresponding to prominent peaks in the 312 

Al2O3-Cu composite. In 313 

the other composites, due to the low content of metal ions, no peaks corresponding to other oxides 314 

are observed in the XRD patterns apart from the alumina. Based on this, the XRD patterns of the 315 

materials were subjected to peak fitting analysis to calculate the relative crystallinity and phase 316 

composition, as shown in Table 2. The calculation formula for relative crystallinity is as follows: 317 

 c
c

c a

I
X

I I
 (1) 318 

where c is the sum of the integrated intensities of the crystal phase diffraction peaks, and Ia is the 319 

integrated intensity of the amorphous scattering peak. 320 

Table 2. Relative crystallinity and phase composition (wt%) of composite particle materials. 321 

Sample Relative Crystallinity (%) Phase Composition 

Al2O3-Cr 67.02% 82.2% Al2.66O4+17.8% Al1.54Cr0.46O3 

Al2O3-Co 70.29% 100% Al2.67O4 

Al2O3-Cu 95.13% 89.5% Al2.66O4+10.5% CuAl2O4 

Al2O3-Fe 93.75% 100% -Al2O3 

Al2O3-Mn 93.66% 100% -Al2O3 

 322 

It can be observed that compared to pure Al2O3, samples doped with Mn, Fe, and Cu elements 323 

have completed the phase transformation from amorphous and Al2.67O4 -Al2O3 at a temperature 324 

of 1000 °C. The elements Mn, Fe, and Cu effectively promote the reaction rate of alumina, further 325 

reducing the preparation temperature of alumina particle materials and enhancing the stability of 326 



alumina materials. 327 

 328 

4.2. Optical performance analysis 329 

The value of the diffuse reflectivity measured by a spectrophotometer is given by the equation 330 

 R = R / R  (2) 331 

where R  is the absolute reflectivity of an infinitely thick sample, R  is the absolute 332 

reflectivity of a standard reference material, generally BaSO4 or MgO, and R  is the relative 333 

reflectivity of the sample to a reference material. Assuming the reference material to be a perfectly 334 

reflective object, i.e. R =1, the absolute reflectivity of the sample can be obtained under this 335 

condition. 336 

Since the powder sample used for measurement in the spectrophotometer powder holder has a 337 

thickness greater than 2 mm, almost no light penetrates through, the experimental sample can be 338 

considered as infinitely thick. The spectral absorptivity can be calculated as  339 

 ( - R  (3) 340 



 341 

Fig. 6. The spectral absorptivity of alumina particle materials after thermal treatment at different 342 

temperatures. 343 

 344 

The spectral absorptivity of undoped alumina particle materials heated to 900 °C, 1000 °C, 345 

1100 °C, and 1200 °C is shown in Fig. 6. It can be observed that alumina material exhibits 346 

significant selective absorption in the range from ultraviolet to near infrared, with lower absorption 347 

performance in the visible light range. The position of the absorption peaks in the alumina samples 348 

treated with the second heating at different temperatures is essentially the same. With the increase in 349 

preparation temperature, the absorption performance remains almost unchanged in the wavelength 350 

range of 700 nm -1200 nm, while it decreases in other wavelength ranges, especially in the near-351 

infrared region. Furthermore, the absorption edge shifts towards longer wavelengths, which is 352 

consistent with literature results [23]. There is a significant difference in the curve results between 353 

preparation temperatures below 1000 °C and above 1100 °C, which may be attributed to the phase 354 



transform -alumina. Changes in composition significantly influence the optical absorbance 355 

performance of the material, consistent with the XRD spectrum results. 356 

 357 

Fig. 7. The spectral absorptivity of doped alumina composites annealed at 900 °C under inert gas 358 

atmosphere (solid line) and air atmosphere (dashed line). 359 

 360 

The spectral absorptivity of alumina composite materials doped with 5 mol% of metal ions at a 361 

processing temperature of 900 °C is depicted in Fig. 7. It is evident that the doping of Fe, Mn, and 362 

Cr contributes to a significant enhancement in the absorption within the short wavelength range 363 

(less than 1200 nm), while the introduction of Co or Cu is advantageous for improving the 364 

absorption performance within the 500 nm-1800 nm range. All samples exhibit characteristic 365 

alumina peaks at 1931 nm and 2235 nm, while the absorptivity of Al2O3-Fe, Al2O3-Cr, and Al2O3-366 

Mn samples also manifests alumina characteristic peaks at 1423 nm. The spectral absorbance 367 

properties of samples prepared under argon and air atmospheres exhibit disparities, with 368 

intersecting absorption curves. Generally, the inert-treated samples exhibit higher absorption 369 



performance within the short wavelength range, while the absorptivities decrease in the long 370 

wavelength range. Samples treated under inert gas atmosphere may undergo redox reactions on the 371 

surface, further improving their optical performance [24]. Given the inherent distribution of high-372 

energy density in the short wavelength range in the solar spectrum, these results are advantageous 373 

for the materials to capture solar energy efficiently. 374 

The solar weighted average absorptivity of the samples was calculated applying the following 375 

equation, 376 

 

2500

200
2500

200

( ) ( )

( )
w

I d

I d
 (4) 377 

where  denotes the wavelength, nm;  indicates the AM 1.5 standard solar spectrum, W/(m2378 

nm);  represents the spectral absorptivity; w is the solar weighed mean of absorptivity. This 379 

metric takes into account the distribution of solar energy across different wavelengths and provides 380 

a comprehensive measure of the absorption performance of the samples for solar energy harvesting. 381 

Fig. 8. illustrates the arithmetic mean (AM) and the solar weighted mean (WM) of absorptivity of 382 

alumina composite materials prepared using the sol-gel method. In Fig. 8 (a), it is observed that the 383 

absorbance capacity of alumina particle materials decreases continuously as the preparation 384 

temperature increases. The absorptivity of the oxide samples generally falls within the range of 20% 385 

- 30%, which is insufficient for application as a particulate medium in direct SPSRs. Therefore, it is 386 

imperative to explore methods to enhance their absorbance capabilities. Fig. 8 (b)-(d) depict the 387 

average absorptivity values of composite alumina samples doped with 5 mol% of metallic particles. 388 

Among these, the samples doped with Cu or Mn exhibit the significant enhancement in absorption, 389 

while the sample doped with Fe demonstrates the least improvement. Additionally, a 1.74% average 390 



decrease in absorptivity are observed with variations in preparation temperature from 900 °C to 391 

1000 °C. The results showed that the highest solar WM of the prepared alumina composite particles 392 

reached 76.6%, representing a marked 3.72-fold increase in absorption performance compared to 393 

alumina samples prepared under the same temperature. 394 

It is undeniable that the absorptance performance of alumina materials doped with only 5% metal 395 

ions in this study is inferior to some artificially synthesized particles, such as silicon carbide and 396 

commercial ceramic proppants, which exhibited excellent optical performance, but there are high 397 

economic costs. The temperatures sintered in rotary kilns during the preparation process often 398 

exceed 1400 °C [8]. Moreover, these particles are typically prepared involving complex 399 

manufacturing processes. For instance, the preparation process of the commercial CARBO 400 

proppants comprises the following steps: 1) Raw materials are initially crushed and mixed. 2) The 401 

powder is granulated through spray drying. 3) The particles are sintered in high-temperature 402 

furnace. 4) Additional post-processing steps such as grinding and sieving may be required to obtain 403 

the final material. The complexity of manufacture and high preparation temperatures result in 404 

significantly higher costs compared to other particle materials [25]. In this research, composite 405 

particle materials were prepared using the sol-gel method combined with stepwise calcination, and 406 

-alumina, significantly reducing the synthesis 407 

temperature of composite alumina particles to below 1000 °C, which offers certain economic 408 

advantages. 409 

 410 



 411 

Fig. 8. The average absorptivity of composite materials at different conditions: (a) Al2O3, (b) inert-412 

treated, 900 °C, (c) air-treated, 900 °C, and (d) inert-treated, 1000 °C. 413 

 414 

The absorption capability of aluminum-based composites in the ultraviolet-visible range is 415 

related to the optical band gap energy. The ultraviolet-visible spectroscopic optical characteristics 416 

peaks of alumina composite materials were investigated to evaluate the band gap energy of the 417 

materials. The Kubelka-Munk equation is as follows, 418 

 F(R ) = (1- R )2/2R  (5) 419 

where R  represents the reflectivity of an infinitely thick sample. F(R ) is referred to as the 420 

Kubelka-Munk function. The Tauc plot method is utilized to estimate the band gap width of 421 



materials [26-27], and the relationship between the absorption coefficient  and the energy h  is 422 

expressed as: 423 

 (A n= -Eg) (6) 424 

The Kubelka-Munk function F(R ) is directly proportional to the absorbance A, and the equation 425 

can also be written as:  426 

 n=C' -Eg) (7) 427 

where h is the Planck constant of 4.13566743×10-15 eV·s,  is the photon frequency, Hz; n is the 428 

transition power factor related to the material properties and the photo-induced transition mode, 429 

which is 1/2 for indirect bandgap semiconductors and 2 for direct bandgap semiconductors; C and 430 

C' are physical quantities related to the material; Eg represents the band gap energy value, eV. 431 

Powder samples with a thickness of 1-3 mm are suitable to ensure that all incident light is 432 

absorbed or scattered before reaching the back of the samples [28]. The above method was applied 433 

to calculate the band gap of the characterized powders in this experiment. The Tauc plots in Fig. 9 434 

show the estimation of the optical band gap of the direct transition alumina composites. By 435 

extrapolating the Tauc curve to intersect with the abscissa of n=0, the value of the 436 

material's direct energy transition is obtained. Fig. 9 (a) shows that the alumina particle material 437 

prepared at 900 °C has a band gap width of 5.37 eV, which is roughly consistent with the results 438 

reported in other literature [29]. It is worth noting that there are differences in the particle materials 439 

treated in different atmospheres. Apart from the Al2O3-Mn sample, the band gaps of the other 440 

samples treated with inert gas decrease. The band gap energies of Al2O3-Cu range from 3.17 eV to 441 

3.13 eV, Al2O3-Fe range from 3.03 eV to 2.88 eV, and Al2O3-Co range from 4.90 eV to 4.50 eV. A 442 

smaller band gap value will contribute to the improved optical absorption performance of Al2O3 443 



composites. 444 

 445 

Fig. 9. The Tauc plots of alumina-based composite materials prepared at 900 . 446 

 447 



4.3. X-ray photoelectron spectroscopy analysis 448 

 449 

Fig. 10. XPS spectra of composite particles (a-c) Al2O3-Fe and (d-f) Al2O3-Fe/Air. 450 

 451 

Representative samples of Al2O3-Fe composite particles were selected for XPS analysis. The 452 

spectra of Al 2p, Fe 2p, and O 1s orbitals, fitted by the Lorenz-Gaussian model, were deconvoluted 453 

as shown in Fig. 10. All peaks were calibrated using the standard C 1s peak with a binding energy 454 



of 284.8 eV. XPS spectra of Al 2p in the two materials exhibited peak positions around 74.1 eV, 455 

corresponding to Al3+, which is attributed to the comprehensive contribution of Al-O bonds [30]. 456 

The Fe 2p XPS spectra of the particle materials showed satellite peaks and characteristic spin-orbit 457 

double peaks for Fe 2p1/2 and Fe 2p3/2, with binding energies around 725 eV and 711 eV, 458 

respectively [31]. Deconvolution of the spectra corresponded to two phases of iron ions, with Fe3+ 459 

occupying typical octahedral (Oh) and tetrahedral (Td) sites [32-33]. However, compared to the 460 

materials treated in air atmosphere, the materials treated in inert protective atmosphere avoided 461 

reactions between some metal ions and oxygen. During the high-temperature preparation of the 462 

particle materials, the lack of interference from oxygen facilitated the enrichment of metal ions into 463 

alumina through surface and internal diffusion. This phenomenon led to a significantly higher Fe 464 

ion content in Al2O3-Fe compared to Al2O3-Fe/Air, resulting in higher intensity and narrower peaks 465 

in the Fe 2p spectrum. The binding energies corresponding to the Fe 2p peak values in Al2O3-Fe 466 

composite particle materials are presented in Table 3. 467 

Table 3. Binding energies (eV) and related information corresponding in Al2O3-Fe particle 468 

materials. 469 

Fe-2p 
Fe-

2p3/2 
Fe3+(Oh) Fe3+(Td) Satellite 

Fe-

2p1/2 
Fe3+(Oh) Fe3+(Td) 

Al2O3-Fe  710.3 712.7 718.1  723.6 725.7 

Al2O3-

Fe/Air 
 710.3 711.7 719.4  724.1 726.3 

O-1s Ol FWHM Ratio Ov FWHM Ratio 

Al2O3-Fe 530.8 1.74 46.7% 531.9 2.18 53.4% 



Al2O3-

Fe/Air 
530.9 2.07 65.3% 532.2 1.90 34.7% 

 470 

The O 1s XPS spectra of the composite material are shown in Fig. 10 (c) and (f). Compared to 471 

other oxides, the binding energy of oxygen ions in alumina is higher. Deconvolution of the O 1s 472 

spectrum resulted in two peaks. The peak around 530.9 eV corresponds to lattice oxygen (Ol) on the 473 

catalyst, primarily originating from Al2O3 in the composites. The peak at 532.1 eV is attributed to 474 

oxygen adsorbed chemically on oxygen vacancies (Ov) on the surface of the composite [34]. The 475 

generation of oxygen vacancies can be described by the following process: 476 

 3OAl-O+2AlAl-O= Ö+2AlAl-O'+3/2O2 (8) 477 

In this process, OAl-O and AlAl-O represent O and Al at the corresponding positions in the alumina 478 

Ö represents the oxygen vacancy, and AlAl-O' represents an aluminum ion with an additional 479 

electron. Electrons transfer to Al3+ during the formation of oxygen vacancies and transition metal 480 

ions with other oxidation states were doped, leads to the formation of non-stoichiometric Al2O3-x 481 

products. The FWHM of the O 1s peak and the relative proportions calculated by the peak areas, 482 

Ov/(Ov+Ol) and Ol/(Ov+Ol), are also presented in Table 3. It can be observed that, after treatment in 483 

an inert atmosphere, the content of chemisorbed oxygen on the sample surface increases from 484 

34.7% to 53.4%. Clearly, the increased number of oxygen vacancies on the surface of the Al2O3-Fe 485 

particles after inert treatment is one of the main reasons for the observed optical performance 486 

differences.  487 



4.4 Surface morphological analysis 488 

 489 

Fig. 11. Sample images of alumina composite materials: (a) Air atmosphere treatment at 900 °C, (b) 490 

Argon atmosphere treatment at 900 °C, (c) Argon atmosphere treatment at 1000 °C, (d) Thermal 491 

testing at 1000 °C for 200 h. 492 

 493 

Fig. 11 shows the sample images prepared under different heat treatment temperatures and 494 

atmospheres, as well as after long-term high-temperature thermal testing. It can be observed that the 495 

samples exhibit different colors due to the different metal ions doped. There is slight change in 496 

brightness of the samples after treatment in air atmosphere and argon atmosphere at 900 °C. 497 

However, the increase in treatment temperature seems to have a greater impact on the sample color, 498 

especially for Al2O3-Cu with the color changes from light green to orange-brown. After 200 h of 499 

high-temperature thermal testing, the Al2O3-Cr sample prepared at 1000 °C shows a significant 500 

change from light green to pink, while the colors of the other samples all lighten to varying degrees. 501 

All the samples show good dispersibility after high-temperature preparation and thermal testing, 502 



without any signs of aggregation. 503 

 504 

Fig. 12. SEM images and EDS element diagrams of Co and Cu doped particulate materials prepared 505 

at 1000 °C: (a) Al2O3-Co, (b) Al2O3-Cu. 506 

 507 

Fig. 12 illustrates the surface morphology and elemental distribution of Co-doped and Cu-doped 508 

alumina. Due to poor conductivity, the samples underwent gold sputtering treatment prior to testing. 509 

It can be observed that the particles exhibit irregular shapes with particle sizes ranging from 510 

approximately 100- m, and there are block-like debris on the particle surfaces. In comparison 511 

to Al2O3-Co, the Al2O3-Cu particles tend to be elongated, with small pore distributions on the 512 

surface. Elemental mapping confirms the presence of Al, Cu, Co, and O elements. The results 513 

indicate that there are more bright spots corresponding to Al and O, compared to the doped 514 

elements Cu and Co, suggesting that Al and O are the dominant elements in the particulate 515 



materials.  516 

Additionally, the Al and O elements on the surface of the alumina composite particles are 517 

uniformly distributed. In contrast, the Cu element in Al2O3-Cu is only concentrated in a few local 518 

regions of the particles, while the Co element in Al2O3-Co is evenly distributed. Cu is not uniformly 519 

dispersed in the particulate material, which may be attributed to phase separation resulting from 520 

chemical reactions. Doped Cu ions easily replaces Al3+ in the alumina lattice, forming CuAl2O4 521 

spinel crystals with a lattice structure different from alumina. Different phases can lead to uneven 522 

distribution in the material. Due to lattice defects and chemical reactions, the diffusion of Cu ions in 523 

alumina is limited, which may also result in local aggregation and uneven distribution of the metal 524 

element in the material. 525 

 526 

Fig. 13. The EDS element spectra of (a) Al2O3-Cu and (b) Al2O3-Co. 527 

Table 4. The elemental composition on the surface of Al2O3-Co and Al2O3-Cu particles. 528 

 529 



Sample  Element Normalized mass (%) Atomic ratio (%) Error (%) 

Al2O3-Co  O 45.08 59.05 2.82 

Al 50.86 39.50 0.96 

Co 4.06 4.06 0.51 

Al2O3-Cu O 44.86 58.37 1.34 

Al 53.07 40.95 0.46 

Cu 2.07 0.68 0.20 

 530 

The EDS spectra and elemental compositions on the surface of the Al2O3-Co and Al2O3-Cu 531 

composite particulate materials are presented in Fig. 13 and Table 4. Peaks at 0.277 keV and 2.123 532 

keV in both particle samples are identified as C and Au elements, attributable to the presence of a 533 

carbon conductive film and surface gold sputtering treatment prior to sample measurement. 534 

Additionally, the spectra clearly display peaks for O- - -535 

(0.928 keV), and Al-  The peaks for Co- -536 

respectively, are of lower energy and less prominent. It can be observed that the particulate 537 

materials doped with Cu and Co elements primarily consist of aluminum and oxygen, with lower 538 

content of Cu and Co elements. For data accuracy, measurements of element content were repeated 539 

three times for each sample. The atomic ratios of the doping elements in Al2O3-Co and Al2O3-Cu 540 

are 4.06% and 0.68%, respectively. The differences between experimental and measured results are 541 

attributed to factors such as sample loss during the experimental process, uneven material 542 

preparation, or phase separation of spinel crystals on the surface of particle materials. 543 

 544 



 545 

Fig. 14. SEM images of composite particulate materials:(a) Al2O3-Cr, 1000 , (b) Al2O3-Fe, 546 

1000 , (c) Al2O3-Mn, 1000 , (d) Al2O3-Co, 900 , (e) Al2O3-Cu, 900 . 547 

 548 

Fig. 14 display surface morphological features of the partial 900  and 1000  inert-annealed 549 

alumina composite particulate materials at different levels of magnification. The irregularly shaped 550 

composite particulate materials exhibit particle sizes ranging approximately from 100-551 

Al2O3-Mn particles having the largest diameter. 552 

A comparison between Fig. 13 and Fig. 14 (d) and (e) revealed that with increasing calcination 553 

temperature, the particle size slightly increased and the surface became rougher. Al2O3-Fe exhibited 554 



numerous rough small clusters on the surface, while the surfaces of the remaining particulate 555 

materials appeared denser, albeit with some small debris and tiny cracks. These cracks may have 556 

resulted from decarbonization during the heating process of the xerogel [35]. 557 

 558 

4.5 High temperature stability analysis 559 

Different metal ion doping has varying effects on the degree of crystallinity of alumina. Al2O3, 560 

Al2O3-Cr, Al2O3-Co, and Al2O3-Cu materials with different crystallinity were selected to investigate 561 

the thermal stability of the prepared alumina composites. The simultaneous thermal analyzer 562 

recorded the mass and thermal flow changes of the alumina composites in air atmosphere from 563 

room temperature to 1200 °C, as shown in Fig. 15. The positive values of the thermal flow data 564 

indicate heat absorption, and negative values indicate heat release. All samples showed an 565 

endothermic peak around 260 , and Al2O3 and Al2O3-Cu showed a significant decrease in mass at 566 

around 1160 . It can be seen that the mass changes of Al2O3-Cr, Al2O3-Co, and Al2O3-Cu within 567 

the range of room temperature to 1200  are 0.71%, 0.74%, and 0.49%, respectively, indicating 568 

good thermal stability. Comparatively, undoped Al2O3 particles exhibited the worst thermal stability 569 

with a mass change of 2.36%. Among these samples, Al2O3-Cu is the most stable, which may be 570 

related to the good degree of crystallization shown in Fig. 5. Overall, the alumina composites 571 

prepared by sol-gel combined with stepwise calcination method exhibit excellent thermal stability, 572 

with small mass loss (less than 2.5%) in the range of 30-1200 °C. 573 

 574 



 575 

Fig. 15. The TG-DSC curves of Al2O3 composite materials prepared at 1000 °C: (a) Al2O3, (b) 576 

Al2O3-Cr, (c) Al2O3-Co, (d) Al2O3-Cu.  577 

 578 

Thermal tests under air atmosphere were conducted on particle samples for a duration of 0-200 h 579 

at 1000 °C and 10 cycles from 800 °C to 1200 °C. The results indicate that the spectral absorption 580 

curves have varying degrees of reduction after the thermal testing in Fig. 16. Within the first 50 h, a 581 

significant degradation in absorptivity occurred in the particle samples, particularly in the case of 582 

the Al2O3-Cr sample, which exhibits a sharp decline in absorption across the entire spectrum. 583 

 nm, 403 nm, and 558 nm in 584 

the ultraviolet region, which may have resulted from chemical transformations, consistent with the 585 

observed color changes in the samples. The spectral absorption curves of all the particle samples 586 

show a high degree of overlap at 50, 100, 150, and 200 h, suggesting a relatively stable absorptivity 587 



during the 50-200 h period. After undergoing 10 cycles of heating between 800  and 1200 , the 588 

absorption properties of the composite particle samples remained generally consistent with the 589 

performance of samples subjected to long-term heat testing. This indicates that alumina particle 590 

composites have the ability to withstand temperature fluctuations over a short period. 591 

 592 

 593 

Fig. 16. The spectral absorptivities of alumina composite particulate materials after long-term and 594 

cyclic thermal testing: (a) Al2O3-Co, (b) Al2O3-Cr, (c) Al2O3-Cu, (d) Al2O3-Fe, (e) Al2O3-Mn. 595 

 596 



 597 

Fig. 17. Average absorptivities of alumina composite materials during 0-200 h of 1000 °C or 598 

thermal cycle testing: (a) arithmetic mean, (b) solar weighted mean. 599 

 600 

Fig. 17 shows the average absorptivity values of alumina composite particle samples after 50 h, 601 

100 h, 150 h, 200 h, and thermal cycle tests. The trends in absorptivity change over time reveal that 602 

Al2O3-Cr and Al2O3-Fe experienced significant degradation within the first 50 h of thermal testing, 603 

with solar weighted average absorptivity decreasing by 24.71% and 7.15%, respectively. The initial 604 

severe degradation resulted in a sustained lower level of absorptivity. On the other hand, particle 605 

materials doped with Co, Cu, and Mn exhibit higher stability in absorptivity within the 200-hour 606 

period, with solar weighted average absorptivity decreasing by 1.07%, 0.58%, and 3.36%, 607 

respectively. The average change rates of absorptivity over time are found to be -0.00535 %/h, -608 

0.00292 %/h, and -0.01681 %/h, respectively. Even after 200 h of calcination and 10 times of 609 

cycles, Al2O3-Cu and Al2O3-Mn maintained solar-weighted average absorptivity of 67.8% and 610 

73.2%, respectively. The alumina composite materials demonstrate good stability in absorptivity, 611 

and it is anticipated that the rate of change in absorptivity performance will be even lower beyond 612 

the 200-hour mark. After undergoing 10 cycles of heating between 800  and 1200 , the 613 



absorption properties of the composite particle samples remained generally consistent with the 614 

performance of samples subjected to long-term heat testing more than 50 h. Through the long-term 615 

and cyclic thermal stability tests, Cu-doped alumina particle composite is proved to be the most 616 

reliable option for only a minor decrease of 1.90% in absorptivity, possibly due to the formation of 617 

CuAl2O4 spinel in Al2O3-Cu. For spinel oxides there is highly ordered crystalline structure, where 618 

metal ions and oxygen ions are arranged in certain proportions and in an ordered manner. The 619 

formation of spinel alumina-based oxides by doping ions with alumina maintains the relative 620 

integrity and order of the structure under high-temperature conditions, positively affecting thermal 621 

stability. Other particles experienced varying degrees of mass loss and reduction in optical 622 

absorptance due to the transformation of non-crystalline substances under high-temperature 623 

conditions. 624 

 625 

4.6 Electronic structure and band structure analysis 626 

For solid particulate materials used in direct absorption mode in receivers, the prerequisite for 627 

photothermal utilization is the ability to absorb photons. The bandgap energy (Eg) of semiconductor 628 

materials is defined as the energy difference between the valence band maximum (VBM) and the 629 

conduction band minimum (CBM). The photons incident on the material must have energy equal to 630 

or higher than Eg to be absorbed by the material itself. In order to absorb energy from the entire 631 

spectrum of sunlight, photothermal conversion materials should have an appropriate bandgap, 632 

enabling them to exhibit light absorption capabilities in the visible, ultraviolet, and partial near-633 

infrared regions. In this study, first-principles calculations were employed to explore the 634 

mechanisms of absorption in Al2O3, Al2O3-Cu, and Al2O3-Mn materials. The band structures near 635 



the Fermi level were investigated, and the variations in band structure were examined in the range 636 

of -5 to 10 eV. 637 

 638 

Fig. 18. The band structures of alumina composites: (a) Al2O3, (b) Al2O3-Cu, (c) Al2O3-Mn. 639 

 640 

Fig. 18 (a) illustrates the band structure of the alumina composite material, with the dashed line 641 

representing the Fermi energy level (EF=0). From the graph, it can be observed that the CBM of the 642 

alumina material is at 6.0002 eV, the VBM is at -0.0165 eV, and the bandgap energy is 6.017 eV. 643 

Since both the CBM and the VBM are located at the same high- -space, 644 

alumina material is proven to be a direct transition type semiconductor, consistent with other 645 

literature [36]. As seen in Fig. 18 (b) and (c), for the alumina composite material doped with Cu 646 

ions, the CBM is at 4.5010 eV, the VBM is at 0.0368 eV, and the bandgap is 4.464 eV; while for the 647 

alumina composite material doped with Mn ions, the CBM is at 2.1826 eV, the VBM is at 0.0121 648 

eV, and the bandgap is 2.170 eV. The simulation results exhibit slight differences from the bandgap 649 

energy obtained using the experimental Tauc plot method, attributed to the influence of specific 650 

conditions and parameters in the material samples during experimentation. Following the doping of 651 

Cu and Mn atoms, the conduction band significantly decreases, and the band structure becomes 652 

denser, leading to reductions in the bandgap width by 1.553 eV and 3.847 eV, respectively. Due to 653 

the decreased bandgap, the threshold for light absorption continuously shifts towards longer 654 



wavelength regions, which will have a favorable impact on solar energy absorption, particularly for 655 

Al2O3-Mn. 656 

According to band theory, the doping of transition metal ions alters the distribution and 657 

localization of bands in the material. The incorporation of Cu and Mn metal atoms into the alumina 658 

lattice introduces additional energy levels within the bandgap. These impurity levels can act as 659 

intermediate states for electrons, promoting transitions from the valence band to the conduction 660 

band, thereby reducing the bandgap energy. 661 

The electronic and optical properties of most materials are closely related to the electronic 662 

configurations of atoms and the hybridization of electronic orbitals between atoms. Doping ions can 663 

alter the shape and position of the energy bands, thus affecting the distribution of electronic states 664 

on different energy levels. In this study, the total density of states (TDOS) and partial density of 665 

states (PDOS) of pure alumina (Al2O3) and Al2O3 doped with Cu and Mn were calculated, as shown 666 

in Fig. 19. If the number of electronic states within the energy range E~(E+ E) 667 

the density of state can be defined as, 668 

 
0
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 (9) 669 



 670 

Fig. 19. The TDOS and PDOS curves for alumina composite materials: (a) Al2O3, (b) Al2O3-Cu, (c) 671 

Al2O3-Mn. 672 

 673 

Fig. 19 (a) displays the electron state density of pure alumina and doped alumina. The energy 674 

range of 5 eV-12 eV in the conduction band bottom is mainly contributed by the 3s and 3p 675 

electronic states of Al, with a smaller contribution from the 2s and 2p electronic states of O. In the 676 

energy range of -7 eV to 0 eV at the valence band top, there is a significant overlap of states 677 

between the Al-3s, Al-3p, and O-2p orbitals, indicating strong hybridization between the Al-sp and 678 

O-2p orbitals, which is a characteristic feature of ionic bonding. In the distant region below the 679 

VBM from 15 eV to 19 eV, there is mainly hybridization between the Al-3p and O-2s orbitals, and 680 

the narrow peaks indicate electron localization, characteristic of covalent bonding. Al2O3 exhibits 681 

both ionic and covalent bonding between Al and O atoms, consistent with the findings in the 682 

literature [37]. The VBM is determined by the 2p orbital electrons of the O atoms, while the CBM 683 



is determined by the 3p orbital electrons of the Al atoms. 684 

From Fig. 19 (b) of the density of states of Al2O3-Cu, it can be observed that there is an overlap 685 

of states from multiple atomic orbitals in the conduction band region of 4 eV-11 eV, mainly 686 

contributed by the Al-sp and O-sp orbitals. After Cu doping, the valence band can be divided into 687 

three main parts. Firstly, a new peak appears near the Fermi level, mainly resulting from the 688 

hybridization of Cu-3d valence electrons with O-2p valence electrons. Secondly, in the range of -689 

8eV to -1eV, there exists a wide energy region in the upper valence band, mainly contributed by Al-690 

sp, O-2p, and Cu-spd orbitals, and the overlap in this range indicates a strong ionic bonding. Lastly, 691 

in the region of -20 eV to -17 eV, there is a high-energy narrow peak mainly formed by the overlap 692 

of O-2s and Al-sp orbitals, representing the formation of Al-O covalent bonds, as well as a small 693 

amount of Cu-O covalent bonds. The distribution of states in Al2O3-Mn is similar to Al2O3-Cu, as 694 

shown in Fig. 19 (c). In the wide energy region of the valence band top between -9 eV and -2 eV, it 695 

is mainly contributed by Al-sp, O-2p, and Mn-spd orbitals, which are associated with the Al-O and 696 

Mn-O ionic bonds. In the range of -21 eV to -18 eV, a high and narrow energy peak is observed due 697 

to the overlap of O-2s with Al and Mn states, representing the formation of covalent bonds. The 698 

energy peaks in the conduction band region of 3 eV-10 eV mainly originate from the overlap of Al-699 

sp and O-sp. However, unlike Al2O3-Cu, Al2O3-Mn exhibits two new narrow peaks near the Fermi 700 

level at 0 eV and 2.2 eV, both formed by the hybridization of Mn-3d valence electrons with O-2p 701 

valence electrons. 702 

After doping Al2O3 with approximately 4.3% concentration of Cu and Mn atoms, the metal atoms 703 

Cu and Mn replace the Al atoms and bond with O atoms, leaving behind unpaired 3d valence 704 

electrons. These electrons participate in conduction and alter the density of electrons and holes in 705 



the band gap. The strong overlap between the 3d valence electrons of the metal ions and the O-2p 706 

orbitals near the Fermi level in Al2O3-Cu and Al2O3-Mn results in the formation of electron state 707 

density within the original band gap, further reducing the band gap energy. 708 

It is noteworthy that in Al2O3-Cu and Al2O3-Mn, due to the substitution of Al atoms in Al2O3 with 709 

Cu and Mn atoms, the density of Al-3s and Al-3p states is suppressed to a very low value. 710 

Compared to pure Al2O3, the peak values of Al-2p state density in Al2O3-Cu and Al2O3-Mn decrease 711 

from 128.70 to 6.15 and 5.36, respectively, indicating that the doping leads to a weakening of the 712 

interaction between Al and O atoms. The introduction of impurity levels alters the distribution of 713 

electronic state density in the valence and conduction bands of the material due to the presence of 714 

doping ions Cu and Mn. The incorporation of a small amount of transition metal atoms into Al2O3 715 

can significantly enhance the hybridization of the valence band and the localization of electronic 716 

states, thus enriching the electronic transport and light absorption properties of the Al2O3 system. 717 

 718 

5. Conclusions 719 

In this paper, the solar-thermal conversion particle materials within the direct irradiation SPSRs, 720 

with high-temperature stable corundum (Al2O3) particles as the main component were investigated. 721 

The alumina solid particles doped with 5% transition metal ions were synthesized using sol-gel 722 

method and stepwise calcination method at different temperatures and annealing atmospheres. The 723 

comprehensive characterization and thermal testing of the particle materials were conducted to 724 

investigate their elemental distribution, phase composition, oxidation states, solar absorption 725 

properties, and high-temperature stability. The following conclusions can be obtained. 726 

(1) The optical characterization of the particle materials indicates that pure alumina particle 727 



materials exhibit poor absorption performance, with a decrease in absorptivity and edge redshift as 728 

the calcination temperature increases. The introduction of 5% metal ions doping significantly 729 

enhances the optical absorption properties of the materials. The absorptivity at 900 °C increases 730 

from 22.4% to 42.3-74.8%, and the optical band gap decreases from 5.37 eV to a range of 2.88 eV 731 

to 4.90 eV.  732 

(2) The calcination process reveals that inert treatment during stepwise calcination can 733 

significantly increase the number of surface O vacancies in the particle materials, resulting in an 734 

increase in the proportion of Ov from 34.7% to 53.4%. This results in improved absorption 735 

performance in the short wavelength range but decreased absorption performance in the long 736 

wavelength range, which is beneficial for capturing solar energy. Furthermore, the doping of Mn, 737 

Fe, and Cu into the alumina lattice introduces additional point defects to alter the concentration of 738 

lattice defects, which promotes the migration and rearrangement of grain boundaries, and 739 

-alumina phase transition temperature. Particles doped with 5% Mn, 740 

-Al2O3 phase transition at temperatures between 900 °C and 741 

1000 °C, with a crystallinity of over 93%. 742 

(3) Thermal stability testing of the particle materials demonstrates excellent stability, with a mass 743 

change of only 0.49% in the temperature range from room temperature to 1200 °C. After 200 h of 744 

calcination at 1000 °C and thermal cycle test, the absorptivity of particles doped with Cu only 745 

decreases by 0.58% and 1.90%, respectively. Cu-doped alumina composite particles could be the 746 

optimal choice for the best stability among composite particle materials, possibly due to the 747 

formation of CuAl2O4 spinel. 748 

(4) First-principles calculations of the band structure and density of states of Cu-, Mn-Al2O3 749 



revealed that the introduction of a small amount of doped metal atoms replacing internal Al atoms 750 

in Al2O3 leads to the generation of new impurity energy levels and electron state density near the 751 

Fermi level. This results in a decrease in the band gap energy from 6.017 eV to 4.464 eV and 2.170 752 

eV, enriching the electronic transport and optical absorption properties of the Al2O3 system. 753 

The significance of this study lies in the promotion of a universal method for preparing alumina-754 

based high-temperature materials using sol-gel method combined with stepwise calcination, and the 755 

screening of optimal doping ions for alumina-based particle materials, as well as revealing the 756 

mechanism of transition metal element doping in the optical regulation of alumina. Furthermore, 757 

one of the objectives of this study is to synthesize excellent alumina particle materials at as a low 758 

preparation temperature as possible while balancing performance and manufacturing costs. 759 

The inert-treated absorption-enhanced alumina composite particle materials were prepared, and 760 

-alumina, significantly reducing the synthesis 761 

temperature to below 1000 °C. The regulation of the absorption performance on the particle surface 762 

was researched and the degradation rate of the absorptivity of alumina composite particle materials 763 

was quantified. And experimental testing and first-principles analysis of single-doped alumina 764 

particle materials demonstrates that adding metal ions and employing an inert preparation process 765 

positively influenced the absorptance performance of alumina. The high-temperature long-term 766 

resistant and absorption-enhanced alumina particle materials with a -Al2O3 phase transition 767 

temperature in this study provides a reference for subsequent researchers engaged in the preparation 768 

and modification of alumina-based particle candidates, and offers a favorable direction for the 769 

researches on alumina-based heat transfer media on solar-thermal application in high-temperature 770 

conditions such as direct irradiation SPSRs. 771 



Currently, the absorptance of 5% single-doped alumina particles is limited, resulting in 772 

insufficient efficiency for direct irradiation SPSRs. Subsequent work will focus on researching 773 

multi-doped alumina-based particle media capable of efficiently absorbing within solar spectrum in 774 

1000 °C high-temperature conditions. 775 

 776 

Acknowledgements 777 

This work was financially supported by the National Natural Science Foundation of China (Grant 778 

No.: 52130607, 52090062 and 52211530087). 779 

 780 

References 781 

[1] Hassan Q, Algburi S, Sameen A Z, Salman H M, et al. A review of hybrid renewable energy 782 

systems: Solar and wind-powered solutions: Challenges, opportunities, and policy implications 783 

[J]. Results in Engineering, 2023; 20: 101621. 784 

[2] Baigorri J, Zaversky F, Astrain D. Massive grid-scale energy storage for next-generation 785 

concentrated solar power: A review of the potential emerging concepts [J]. Renewable and 786 

Sustainable Energy Reviews, 2023; 185: 113633. 787 

[3] Imran Khan M, Asfand F, Al-Ghamdi S G. Progress in technology advancements for next 788 

generation concentrated solar power using solid particle receivers [J]. Sustainable Energy 789 

Technologies and Assessments, 2022; 54: 102813. 790 

[4] Tawfik M. A review of directly irradiated solid particle receivers: Technologies and influencing 791 

parameters [J]. Renewable and Sustainable Energy Reviews, 2022; 167: 112682. 792 

[5] Diago M, Iniesta A C, Delclos T, Soum-Glaude A, et al. Characterization of desert sand as a 793 



sensible thermal energy storage medium; proceedings of the AIP Conference proceedings, F, 794 

2016 [C]. AIP Publishing. 795 

[6] Palacios A, Calderón A, Barreneche C, Bertomeu J, et al. Study on solar absorptance and thermal 796 

stability of solid particles materials used as TES at high temperature on different aging stages for 797 

CSP applications [J]. Solar Energy Materials and Solar Cells, 2019; 201: 110088. 798 

[7] Jiang K, Du X, Kong Y, Xu C, et al. A comprehensive review on solid particle receivers of 799 

concentrated solar power [J]. Renewable and Sustainable Energy Reviews, 2019; 116: 109463. 800 

[8] Siegel N, Gross M, Ho C, Phan T, et al. Physical Properties of Solid Particle Thermal Energy 801 

Storage Media for Concentrating Solar Power Applications [J]. Energy Procedia, 2014; 49: 1015-802 

1023. 803 

[9] Baumann T, Zunft S. Properties of granular materials as heat transfer and storage medium in CSP 804 

application [J]. Solar Energy Materials and Solar Cells, 2015; 143: 38-47. 805 

[10] - -Al2O3, and bentonite 806 

dry powders used in flat plate solar collector for thermal energy storage [J]. Renewable Energy, 807 

2021; 173: 704-720. 808 

[11] Nettar C B, Bhowmik R N, Asokan K, Meena R C, et al. Modifications in micro-structural, 809 

-Al2O3 by 100 MeV Ag9+ ion beam 810 

irradiation [J]. Radiation Physics and Chemistry, 2023; 209: 110952. 811 

[12] Pepper R A, Perenlei G, Martens W N, Couperthwaite S J. High purity alumina synthesised from 812 

iron rich clay through a novel and selective hybrid ammonium alum process [J]. Hydrometallurgy, 813 

2021; 204: 105728. 814 

[13] -Al2O3 by low-temper -Al2O3 815 



-phase seed in-situ obtained by ball milling [J]. Materials Today Communications, 2023; 816 

36: 106681. 817 

[14] Kobayashi Y, Mabuchi Y, Hama M, Inoue K, et al. Seeding technique for lowering temperature 818 

-alumina [J]. Journal of Asian Ceramic Societies, 2015; 3(1): 139-143. 819 

[15] Falcone P, Noring J, Hackett C. Evaluation and application of solid thermal energy carriers in a 820 

high temperature solar central receiver system; proceedings of the IECEC'82; Proceedings of the 821 

Seventeenth Intersociety Energy Conversion Engineering Conference, F, 1982 [C]. 822 

[16] Nie F, Cui Z, Bai F, Wang Z. Properties of solid particles as heat transfer fluid in a gravity driven 823 

moving bed solar receiver [J]. Solar Energy Materials and Solar Cells, 2019; 200: 110007. 824 

[17] Siegel N P, Gross M D, Coury R. The development of direct absorption and storage media for 825 

falling particle solar central receivers [J]. Journal of Solar Energy Engineering, 2015; 137(4): 826 

041003. 827 

[18] Gobereit B, Amsbeck L, Happich C, Schmücker M. Assessment and improvement of optical 828 

properties of particles for solid particle receiver [J]. Solar Energy, 2020; 199: 844-851. 829 

[19] Gimeno-Furio A, Hernandez L, Martinez-Cuenca R, Mondragón R, et al. New coloured coatings 830 

to enhance silica sand absorbance for direct particle solar receiver applications [J]. Renewable 831 

Energy, 2020; 152: 1-8. 832 

[20] Du J, Gao Y, Wu J, Ge Z, et al. Physical property design of multi-component particle systems as 833 

heat transfer medium for directly irradiated solar receiver [J]. Appl Therm Eng, 2023; 219: 834 

119470. 835 

[21] alumina & its 836 

optical properties [J]. Journal of Alloys and Compounds, 2018; 735: 2092-2101. 837 



[22] Wu J, Du J, Wu J, Du X. Modification of high temperature radiation absorption properties of 838 

solid particles with surface coating [J]. Solar Energy Materials and Solar Cells, 2023; 263: 839 

112567. 840 

[23] Kundu D, Manna T, De G. Preparation and characterization of thin optically transparent alumina 841 

and Ce-doped alumina [J]. Journal of sol-gel science technology, 2002; 23: 145-150. 842 

[24] Siegel N P, Gross M D, Coury R. The development of direct absorption and storage media for 843 

falling particle solar central receivers[J]. Journal of Solar Energy Engineering, 2015, 137(4): 844 

041003. 845 

[25] Patrick D, Zhiwen M, Jason S, William N, et al. Characterization of solid particle candidates for 846 

application in thermal energy storage and concentrating solar power systems[J]. Solar Energy, 847 

2023, 262: 111908. 848 

[26] Rahman M L, Islam M S, Ahmed M F, Biswas B, et al. Extraction and characterization of highly 849 

850 

approach [J]. Arabian Journal of Chemistry, 2023; 16(2): 104518. 851 

[27] El Hajjar I, Al Bitar M, Zahr S, Zahr R, et al. Investigation of the physical properties and 852 

antibacterial activity of various ferrite, chromite, and aluminate nanocomposites [J]. Journal of 853 

Alloys Compounds, 2023; 968: 171953. 854 

[28] Murphy A. Band-gap determination from diffuse reflectance measurements of semiconductor 855 

films, and application to photoelectrochemical water-splitting [J]. Solar Energy Materials Solar 856 

Cells, 2007; 91(14): 1326-1337. 857 

[29] Amirsalari A, Shayesteh S F. Effects of pH and calcination temperature on structural and optical 858 

properties of alumina nanoparticles [J]. Superlattices Microstructures, 2015; 82: 507-524. 859 



[30] Zhang L, Wu P, Chen H, Yuan L, et al. Effect of calcination temperature on visible near-infrared 860 

reflectance of aluminum-doped chromium [J]. Materials Science in Semiconductor Processing, 861 

2020; 105: 104672. 862 

[31] Murugesan C, Ugendar K, Okrasa L, Shen J, et al. Zinc substitution effect on the structural, 863 

spectroscopic and electrical properties of nanocrystalline MnFe2O4 spinel ferrite [J]. Ceramics 864 

International, 2021; 47(2): 1672-1685. 865 

[32] Chehade W, Basma H, Abdallah A, Hassan R S, et al. Synthesis and magneto-optical studies of 866 

novel Ni0. 5Zn0. 5Fe2O4/Zn0. 95Co0. 05O nanocomposite as a candidate for photocatalytic 867 

applications [J]. Ceramics International, 2022; 48(1): 1238-1255. 868 

[33] Elkelany E A, Hassan M A, Samir A, Abdel-Ghany A, et al. Optical and Mössbauer spectroscopy 869 

of lithium tetraborate glass doped with iron oxide [J]. Optical Materials, 2021; 112: 110744. 870 

[34] Qing M, Su S, Qian K, Liu L, et al. Insight into the catalytic performance and NH3 adsorption 871 

under high concentration of CO2 and/or H2O conditions on selective catalytic reduction of NO 872 

by NH3 over V2O5-WO3/TiO2 catalyst [J]. Fuel, 2021; 286: 119478. 873 

[35] Lob S, Neff D, Tran-Thi T-H, Richter M C, et al. Hydrophobic coating using sustainable sol-gel 874 

process doped with carboxylic acids to protect heritage copper artefacts [J]. Progress in Organic 875 

Coatings, 2024; 186: 108035. 876 

[36] Zhou J, Li S, Yu Y. First principle calculation of thermal conversion properties of W-Al2O3 based 877 

solar selective absorbing coating [J]. Computational Materials Science, 2022; 211: 111501. 878 

[37] Guo W, She Z, Xue H, Zhang X. Effect of active Ti element on the bonding characteristic of the 879 

-Al2O3 (0001) interface by using first principle calculation [J]. Ceramics International, 880 

2020; 46(4): 5430-5435. 881 


